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HP Atlas

HP Atlas is a coating optimized for cutting
tools (especially for drilling). It consists of
overlapping nano-periodical layers and
wear-resistance layers, engineered to
suppress the propagation of cracks that are
likely to occur during drilling. The wear-
resistance layer is composed of multiple
hard layers; while the nano-periodical is a
combination of hard and soft layers. With
a mixture of hard and soft layers, internal
stress can be relieved, allowing the HP
Atlas coating to achieve both high wear

With years of know-how in round shank
tools, Primus Coating offers advanced
coating technologies distinctly different from
other companies.
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Composition|  Color Structure (GPa) () Temlzoecr;ature of Friction Rouga\?ess Properties Application
. Interference - - High wear resistance and High performance drilling in steels,
Cr,SiBased| " | Nanolayer | 40 GPa 2~3um | 1,100°C 0.3 0.10 ~ 0.25 extreme toughness. cast iron, and hardened steels.
Application
e, 1 s N s I
Carbon Steel | Alloy Steel | Tool Steel Ha;‘::;ed Stgi:leelss CastIron Duclt'i'!)e“Cast Copper Alloy AI':\"I‘I?;'“ Plastic ﬁi\alrxm HeatAII(Iiili:tant Inconel’ Graphite

Good O—>© Best




Test Data

Superior friction protection and unmatched durability

Superior Durability in Carbon Steel S50C Number of Holes

Tool Carbide Drill with Oil Holes
Work Material | S50C HP Atlas

Cutting Speed 100 m/min (3,185 min™")
Feed Rate 796 mm/min (0.25 mm/rev) HP Drilling
Depth of Hole 50 mm (Blind Hole)
Coolant Water-soluble (Internal)

. Competitor
Machine Horizontal Machining Center (BT40)

HP Atlas HP Drilling Competitor

Better performance drilling alloy steel
Drilling SCM440 (30HRC)

Number of Holes
Tool 210mm Carbide Drill with Oil Holes

Cutting Speed | 75 m/min (2,389 min™)

Feed Rate 597 mm/min (0.25 mm/rev)
HP Drilling
Depth of Hole | 50 mm (Blind Hole)
Coolant Water-soluble (Internal)
Machine Horizontal Machining Center (BT40) Competitor

Cutting edge condition after drilling 1,200 holes
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B Primus Coating’s Business Excellence

Cost Reduction

Customer

Primus Coating Quality

« Trust

« Credibility

» Know-How (knowledge)
« Recognition

« Increased tool life

« Follow up (technical support)

PrimusCoating

PrimusCoating Vietham Sales Team:

C_1B-C6_B, Lot C_1B_CN, KCN My Phuoc 3, IP Mr. Tuan - Sales Manager
Thoi Hoa Ward, Ho Chi Minh City, Viet Nam 75951 Phone: +84 977976164
Phone: +84 27438 03477 tuan@primusvietnam.com

raman@primcoat.com

Pick up and Delivery

« Quick

« Simple

» Convenient
. Safe

Coating

Mr. Huy - Sales Engineer
Phone: +84 977976790
sales1@primusvietnam.com

Scan to access our website
www.primuscoating.com
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