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TiN* HP Form** HP Dura** HP Cera*

Composition TiN TiAlN Based AlCr Based Cr Based

Hardness
(GPa) 30 GPa 37 GPa 38 GPa 30 GPa

Coefficient of Friction
(dry against steel) 0.25 0.4 0.33 0.1

Coating Thickness
(μm) 3.5 ~ 4.5 µm 4 ~ 6 μm 4 ~ 6 µm 1.5 ~ 2 µm

Maximum Oxidation 
Temperature (°C) 500°C 800°C 1,100°C 550°C

Coating Deposition 
Temperature (°C)

200° C
450º C 450° C 450° C 200 ºC

450° C

Coating Color Gold Violet Dark Grey Dark Grey

Coating
Structure Monolayer Multilayer Multilayer Multilayer

Th
er

m
op

la
st

ic
s

PE, PP, PB ◎ - ○ -

PS, SB, SAN, ABS, ASA ◎ ○ ○ ◎

PVC - - ◎ ◎

PTFE, SPTFE, PVDF ◎ - ◎ ◎

POM ○ ◎ ◎ -

PA ○ ◎ ○ ◎

PC, PBT (B), PET (P) ◎ - - ◎

PPE, PEEK, PAEK / PPS,
PSU, PES ○ ◎ - -

PI ○ ◎ ○ ◎

CA, CP, CAP - ◎ - ◎

PMMA - ◎ - ◎

TPU - ◎ ○ ◎

Th
er
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PF ◎ - ○ ○

EP ○ - ◎ ◎

UP ○ - ◎ ○

MF, UF, MP ○ - ◎ ◎

El
as

to
m

er
s PUR ◎ - ○ -

NBR, EPDM, Si ◎ - ○ -

Multipolymer TPE, FPM ◎ - ○ -

Features

Coatings
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◎Excelent   ○Good

PVD Coatings for Plastic Injection Molds

Specifications and Applications for Plastic Injection Molds and Dies

Our PVD coatings are specially developed to protect plastic injection molds from 
abrasive wear, improve de-molding characteristics, give scratch protection on the 
mirror-polished surfaces, enhance corrosion resistance and increase the efficiency and 
reliability of the tools.

With over 30 years of experience in coating molds and dies, our R&D center is constantly 
developing high performance coatings dedicated to Plastic Injection.

* Available in Low Temperature.
** Duplex coating available (Nitride + Coating). For more information, please contact our sales department or sales@primuscoating.com
The depth of nitriding will depend on the material of the mold.



TOOL STEEL COST
TOTAL COST
OF THE TOOL

TOTAL COST
OF PRODUCTION

PRODUCTION AND MAINTENANCE COST

Rejection of
Injected Parts

Polishability
(Repetition)

Texturing
(Repetition)

MOLD COST

Demolding

Maintenance of
mirror polished

surfaces

Less maintenance of
mirror polished

surfaces

Repairs

Dirt

Delivery
Delays

Etc...

TOOL STEEL COST

PVD Coating Cost

TOTAL COST
OF THE TOOL

TOTAL COST
OF PRODUCTION

PRODUCTION AND MAINTENANCE COST
Lower Rejection of

Injected Parts
Polishability
(Repetition)

Texturing
(Repetition)

MOLD COST

Less
Repairs

Minor
Dirt

Less Delivery
Delays

Etc...

All costs will be reduced with 
minimal investment in

PVD Coatings

Hidden Cost of Plastic Injection Process

www.primuscoating.com
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PrimusCoating Vietnam
C_1B-C6_B, Lot C_1B_CN, KCN My Phuoc 3, IP
Thoi Hoa Ward, Ho Chi Minh City, Viet Nam 75951
Phone: +84 27438 03477
raman@primcoat.com

Sales Team:
Mr. Tuan - Sales Manager
Phone: +84 977976164 
tuan@primusvietnam.com

Mr. Huy - Sales Engineer
Phone: +84 977976790 
sales1@primusvietnam.com

PRIM
US COATING VIETNAM

PCVIET-0826-PI

Scan to access our website
www.primuscoating.com

• Quick
• Simple
• Convenient
• Safe

Pick up and Delivery

• Increased tool life
• Follow up (technical support)

Cost Reduction

• Trust
• Credibility
• Know-How (knowledge)
• Recognition

Primus Coating Quality


